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Machine Type Weigher 10-head (0.8 liter) Small Volume Weigher 14-head (0.5 liter) Small Volume

Article No. C-GB-VW3012-10HD08SV C-GB-VW3013-14HD05SV

Bag Dimensions* – –

Packaging Speed* 0-70 pcs/min. 0-120 pcs/min. 

Power / Air* 220V / 1.5KW / – / – 220V / 1.5KW / – / – 

Dimensions / Weight* L1336xW930xH1146 / 400kg L1236xW936xH1113 mm / 500kg 

Film material* – –

*  There may be deviations from these specifications. Please feel free to contact us. / Es kann zu Abweichungen von diesen Angaben kommen. Bitte sprechen Sie uns an. 

 Weigher Small Volume
Multihead | Kombinationswaage | 10-head (0.8 liter) | 14-head (0.5 liter)

10-head (0.8 liter) 
Weighing unit with 10 weighing heads 
(containers) for very precise weigh checking, with 
0.8-Liter volume each. Max. speed (depending 
on product): 70 operations/minute. Suitable for 
weights of 2-100g. Stainless steel, 220V/1,5KW, 
L1336xW930xH1146, 400/500kg.

14-head (0.5 liter) 
Weighing unit with 14 weighing heads 
(containers) for very precise weigh checking, with 
0.5-Liter volume each. Max. speed (depending 
on product): 120 operations/minute. Suitable for 
weights of 2-100g. Stainless steel, 220V/1,5KW, 
L1236xW936xH1113, 500/600kg.

10-head (0.8 liter) 
Wiegeeinheit mit 10 Wiegeköpfen (Behälter)  
mit je 0,8 Liter Volumen für extrem genaues 
Wiegen. Max. Geschwindigkeit (je nach Produkt):  
70 Vorgänge/Minute. Geeignet für Gewichte von 
2-100g. Edelstahl, 220V/1,5KW, L1336xW930xH1146, 
400/500kg.

14-head (0.5 liter) 
Wiegeeinheit mit 14 Wiegeköpfen (Behälter) 
mit je 0,5 Liter Volumen für extrem genaues 
Wiegen. Max. Geschwindigkeit (je nach Produkt): 
120 Vorgänge/Minute. Geeignet für Gewichte von 
2-100g. Edelstahl, 220V/1,5KW, L1236xW936xH1113, 
500/600kg.
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Fotos zeigen Mustermaschinen. Abweichungen davon sind möglich. / Photos are showing sample machines. Variations are possible.
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